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K 0012 LIFE SAFETY CODE STANDARD
CFR(s): NFPA 101

Building construction type and height meets one of the following. 19.1.6.2, 19.1.6.3,
19.1.6.4,19.35.1

This STANDARD is not met as evidenced by:

Based on observation and staff interview, the facility failed to ensure room walls and
ceilings were smoke resistant on 2 of 3 floors. The findings were: 1. Periodic
observation on 11/3-7/11 showed the ceiling tiles had been removed from the
communication/security room, second floor telecommunication room, radiology
information technology (IT) room, MRI equipment room, and the third floor IT closet.
The largest gap measured 24 inches by 24 inches. On 11/3/11 at 2:32 PM the facility
supervisor could not explain why the missing ceiling tiles had not been noticed and
replaced during the semi-annual inspections. 2. Periodic observation on 11/3-4/11
showed the wall was incomplete in the second floor electrical room, executone room,
and the ambulance garage storeroom. The largest gap measured 4 feet by 6 feet. On 11
/3/11 at 3:06 PM the facility supervisor reported he was unaware the walls were
required to be smoke resistance for proper operation of the smoke detector in the area.
Reference: NFPA 101, 2000 Edition; 19.1.6.4 Each exterior wall of frame
construction and all interior stud partitions shall be firestopped to cut off all concealed
draft openings, both horizontal and vertical, between any cellar or basement and the
first floor. Such firestopping shall consist of wood not lessthan 2 in. (5 cm) (nominal)
thick or shall be of noncombustible material.



