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LIFE SAFETY CODE STANDARD
CFR(s): NFPA 101

Portable fire extinguishers are provided in al health care occupancies in accordance
with 9.7.4.1. 19.3.5.6, NFPA 10

This STANDARD is not met as evidenced by:

Based upon observation and staff interview the facility failed to maintain 1 portable
fire extinguisher in 1 of 6 smoke compartments as required. The findings were:
Observation on 5/1/12 at 11:48 AM revealed an AC water mist type of fire
extinguisher attached to the wall in the cardiac therapy room (old education section).
The top of the fire extinguisher was approximately six feet from the floor exceeding
the maximal 5 ft requirement for extinguishers weighing less than 40 pounds. The fire
extinguisher weighed 21 Ibs. Interview with maintenance staff at the time of the
observation confirmed the above findings. Reference: NFPA 101, Life Safety Code,
2000 edition. Sections 19.3.5.6 Portable fire extinguishers shall be provided in all
health care occupancies in accordance with 9.7.4.1. 9.7.4.1 Where required by the
provisions of another section of this Code, portable fire extinguishers shall be
installed, inspected and maintained in accordance with NFPA 10. NFPA 10, Standard
for the Installation of Portable Fire Extinguishers, 1990 ed. 1-6.9. Extinguishers
having a gross weight not exceeding 40 Ib shall be installed so that the top of the
extinguisher is not more than 5 ft above the floor. Extinguishers having a gross weight
greater than 40 |b shall be installed so installed that the top of the extinguisher is not
more than 3.5 ft above the floor. In no case shall the clearance between the bottom of
the extinguisher and the floor be lessthan 4 in.



