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Summary Statement of Deficiencies
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Doors with Self-Closing Devices
CFR(s): NFPA 101

Doors with Self-Closing Devices Doors in an exit passageway, stairway enclosure, or
horizontal exit, smoke barrier, or hazardous area enclosure are self-closing and kept in
the closed position, unless held open by arelease device complying with 7.2.1.8.2 that
automatically closes all such doors throughout the smoke compartment or entire
facility upon activation of: * Required manual fire alarm system; and * Local smoke
detectors designed to detect smoke passing through the opening or a required smoke
detection system; and * Automatic sprinkler system, if installed; and * Loss of power.
18.2.2.2.7,18.2.2.2.8,19.2.2.2.7,19.2.2.2.8

This STANDARD is not met as evidenced by:

1. Based on observation and staff interview, the facility failed to maintain doors with
self-closing devices in accordance with the 2012 NFPA 101, Life Safety Code. Failure
to maintain doors with self-closing devices as required could result in injury or death
during an emergency. The deficiency affected two (2) of numerous doors with self-
closing devices. The findings were: Observation on 4/26/2022 at 8:29 AM at the west
storage door revealed the self-closing door was held open with a heavy object. Further
observation at the kitchen storage self-closing door found that its door handle wrapped
around the rooms shelving holding the door gjar. Interview with kitchen staff found
that the door is kept open as described during the day and is closed at night. Interview
with the maintenance manager at the time of observation acknowledged the doors
being held open, and indicated they were aware of the requirement. Interview with the
director of nursing at the time of exit acknowledged the deficiency. REF: 2012 NFPA
101, Sections: 19.2.2.2.1, 7.2.1.8.1 2. Based on observation and staff interview, the
facility failed to maintain doors with self-closing devices in accordance with the 2012
NFPA 101, Life Safety Code. Failure to maintain doors with self-closing as required
could result in injury or death during an emergency. The deficiency affected three (3)



of numerous doors with self-closing devices. The findings were: Observation on 4/26
/2021 at 9:35 AM at the electrical mechanical room door revealed the the self-closing
door failed to operate as designed. When dropped tested with no initial motion the
door failed to shut and latch. Additional observation at 9:46 AM found the self-
closing door separating the former waiting area (now office) from the corridor, found
that the door failed to shut and latch when drop tested with no initial motion.
Additional observation at 10:33 AM found the self-closing door separating the
ambulance garage from the rear corridor unable to latch, due to missing hardware on
the door frame. Interview with the maintenance manager at the time of observation
acknowledged the deficiency, and indicated they were aware of the requirement.
Interview with the director of nursing at the time of exit acknowledged the deficiency.
REF: 2012 NFPA 101, Sections. 19.2.2.2.1,7.2.1.8 .



